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PARTS UC 3SML

   DESCRIPTION     REMARKS
* 1 329-878 CAUTION PLATE 1
* 1 329-879 CAUTION PLATE 1 FOR USA, CAN

2 329-880 CASE (A). (B) SET 1
3 329-857 FUSE (3.15A)  EUROPE,  USA, CAN 1
4 324-900 TERMINAL (A) 3
5 329-881 PRINTED CIRCUIT BOARD ASS'Y 1 INCLUD. 3, 4
6 326-358 TAPPING SCREW (W/FLANGE) D3X18 3
7 NAME PLATE 1

STANDARD ACCESSORIES
   DESCRIPTION     REMARKS

* 501 328-526 DC-CORD 1
* 501 329-882 DC-CORD 1 FOR USA, CAN
* 502 329-885 AC-ADAPTER (EURO) 1
* 502 329-884 AC-ADAPTER (U.K) 1
* 502 329-883 AC-ADAPTER (USA) 1

503 328-527 STRAP 1

- 2 - Printed in Japan 3 - 08
                                        (080305N) 

          *ALTERNATIVE PARTS

ITEM
NO.

NO.
USEDCODE NO.

NO.
USEDCODE NO.ITEM

NO.


	MODEL UC 3SML
	CONTENTS
	1. PRODUCT NAME
	2. MARKETING OBJECTIVE
	3. APPLICATIONS
	4. SELLING POINTS
	4-1. Selling Point Descriptions

	5. SPECIFICATIONS
	5-1. Specifications
	5-2. Comparisons with Similar Products

	6. PRECAUTIONS IN SALES PROMOTION
	6-1. Safety Instructions
	6-2. Extra Precautions in Sales Promotion

	7. QUESTIONS AND ANSWERS ON MODEL UC 3SML
	8. GENERAL PRECAUTIONS
	8-1. Model UC 3SML
	8-2. Pilot Lamp Indications

	9. PRECAUTIONS IN DISASSEMBLY AND REASSEMBLY
	9-1. Disassembly
	9-2. Reassembly
	9-3. Confirmation after Reassembly

	10. TROUBLESHOOTING GUIDE
	10-1. Troubleshooting Based on Pilot Lamp Indications
	10-2. Troubleshooting and Repair Procedures

	11. STANDARD REPAIR TIME (UNIT) SCHEDULES
	Assembly Diagram for UC 3SML




